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A two-dimensional granular gas is produced by vibrating vertically a partial layer of beads on a horizontal
plate. Measurements of the force applied by the granular gas to the sidewalls of the container, or granular
pressure, are used to study the effect of the shaking strength, density, bead-plate restitution coefficient, and
particle size on the steady properties of the gas.
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I. INTRODUCTION
The collective behavior of dry solid grains is of practical
importance for various applications in industry; transport,
storage, or mixing are often involved in handling of indus-
trial powders and problems arise when the grains form a
blockage in a pipe, blow up a container or segregate. Granu-
lar materials exhibit a rich and intriguing phenomenology
which has been the subject of intensive research for the last
two decades [1–3]. The static and dynamic unusual behavior
of these systems is mainly due to the nonlinear, hysteretic,
and dissipative nature of the contacts between the solid
grains; within a sandpile at rest, the forces are transmitted
through a heterogeneous network of contacts that brings into
play the nonlinearity of the Hertz contact [4] as well as the
solid friction between the grains [5]. Within all kinds of
granular flows, inelastic collisions between particles occur,
leading to intrinsic dissipation. There have been numerous
experimental, numerical and theoretical studies of the dy-
namics of large collections of inelastic particles in motion
[1–3,6–11].
In order to explore experimentally the effects of the dis-
sipation on the properties of granular systems, it is conve-
nient to produce stationary states; they are achieved by con-
tinuously providing the system with energy, compensating
the energy lost when the grains are in motion. The energy
source can consist of a continuous fluid flow leading to the
fluidization of the granular material [12], of an ac electric
field imposed to charged grains [13,14], of a periodic forcing
of one of the sidewalls [15,16], or of a vertical or horizontal
vibration of the whole container (see [1–3] for review). We
are interested here in the case of two-dimensional (2D)
granular gases consisting of a horizontal partial layer of in-
elastic beads driven by a vertically vibrating boundary. We
consider the case of large enough beads for the air-drag force
to be negligible; the energy dissipation within the gas only
results from the inelastic bead-bead collisions. This experi-
mental situation has been realized by Olafsen and Urbach
[17,18], and by Losert, Gollub and co-workers [19,20]. In
addition, it has been the framework of molecular-dynamics
simulations by Nie, Ben-Naim, and Chen [21]. The experi-
mental studies focused on the density fluctuations and veloc-
ity distributions [18,19], on clustering and collapse [17], and
on front propagation [20]. However, whereas particle track-
ing was successfully used to measure correlations between
local quantities, only a few results make it possible to discuss
the effects of the bead-plate restitution coefficient, e, and
bead diameter, D, on global quantities like the granular tem-
perature or granular pressure.
We make use of an alternative experimental method for
analyzing the influence of the plate acceleration, G, number
density, r, restitution coefficient, e, and bead diameter, D, on
the steady properties of the granular gas; we measure the
force applied, per unit length, by the granular gas to the
sidewalls of the container, or granular pressure, P.
II. EXPERIMENTAL SETUP
The experimental setup (Fig. 1) consists of a horizontal
tray (surface area S=10310 cm2, thickness 6 mm) undergo-
ing harmonic oscillations in the vertical direction according
to zstd=A coss2pntd with, A, the vibration amplitude, and,
n=v /2p, the frequency. The vertical motion is imposed with
the help of an electromagnetic shaker (Brüel and Kjaer, type
4803) driven by sine waves sn=50–80 Hzd from a low dis-
tortion signal generator (Stanford Research Systems, DS345)
and a power amplifier (Kepco, BOP50-4M). The vibration
strength can be characterized by the peak velocity vp=Av, or
by the dimensionless acceleration G;Av2 /g, where g is the
acceleration due to gravity. The amplitude A of the vertical
oscillation is measured by an inductive sensor (Electrocorp,
FIG. 1. Experimental setup. The experimental setup consists of
a horizontal tray that oscillates sinusoidally along the vertical. The
vertical displacement of the tray is measured with the help of an
inductive sensor (A). Three of the sidewalls are attached to the
horizontal plate, whereas the last one (the pendulum, on the right-
hand side) rotates freely around a horizontal axis, which is fixed in
the laboratory frame. The angle that the pendulum makes with the
vertical direction is measured with the help of a second inductive
sensor (B).
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EMD1053), so that G (ranging from 0 to 3) is known within
0.01.
The granular gas consists of a large number sN
=200–3500d of beads (diameter D=1.5, 2, 2.5, 3, and
3.5 mm) placed in the tray. The beads are made of steel
(Marteau and Lemarié, AISI) or glass (Marteau and Lemarié,
glass). We define the coverage
C ; N/Nmax =
˛3
2
D2
S
N , s1d
where Nmax denotes the maximum number of beads in a
monolayer which covers the whole surface of the horizontal
plate. We limit our study to coverages C ranging from 0.2 to
0.5. With m the mass of one bead, we denote M =Nm the
mass of N beads, and r;N /S the corresponding number
density.
The restitution coefficient e characterizing the collisions
between the beads and the plate (Table I) is measured by
recording the successive collision times tn of a single bead
bouncing vertically on the plate at rest [22]. The measure-
ments are performed for bouncing heights similar to those
observed in the experiments (typically 1 mm). The times tn
are detected by recording the signal from one accelerometer
attached to the horizontal plate with a digitizing oscilloscope
(Nicolet, 4094C). Assuming that e does not depend on the
bouncing velocity, one expects the relation
lnstn+1 − tnd = K + n lnsed , s2d
where K is a constant. The linear interpolation of lnstn+1
− tnd as a function of n gives e to within 0.03 (Table I). We
point out that e does not exhibit any dependence on the di-
ameter D of the beads, as expected for a bead bouncing over
a thick plate. However, in practice, e is not constant; it in-
creases continuously when the impact velocity decreases,
and approaches unity when the impact velocity vanishes
[22,23]. Moreover, we do not take into account the rolling or
sliding frictions plausibly involved in the bead-bead or bead-
plate contacts [24,25]. The values of the restitution coeffi-
cients e characterizing the bead-bead collisions have not
been measured but one can estimate e.0.95 [26].
The pressure measurements are performed by means of a
pendulum (Fig. 1). Three of the vertical sidewalls (steel
plates, height 3 cm, thickness 2 mm) are attached to the hori-
zontal plate. The top edge of the fourth wall (the pendulum)
is attached to a rod that rotates without any significant solid
friction around its horizontal axis which remains motionless
in the laboratory frame. In order to avoid the beads escaping
the system, the vertical distance between the bottom edge of
the pendulum and the top surface of the horizontal plate has
been chosen to be of about 0.2 mm, smaller than the radius
D /2 of the smaller beads used in our experiments. We mea-
sure the horizontal distance between the bottom edge of the
pendulum and a second inductive sensor (Electrocorp,
EMD1053, Fig. 1), so that the instantaneous tilt angle, ustd,
that the pendulum makes with the vertical axis is known to
be within 10−4 rad. When beads are vibrated in the tray,
because of beads colliding with the pendulum, the angle ustd
(always less than 2°) fluctuates (typical frequency 1 Hz,
much less than the vibration frequency n) around a nonzero
mean value kul. The small fluctuations of ustd could influ-
ence back the properties of the gas; we checked that further
damping the oscillations does not change the average angle
of deflection kul. (A vertical rod is attached to the pendulum
and immersed at its bottom edge in a viscous oil.) Let F be
the force applied per unit length by the gas to the pendulum.
Assuming that F is applied at the bottom edge of the pendu-
lum and neglecting any inertial effect, one can show that the
relation between F and kul is
F =
Mg
2
ksin ustdl .
Mg
2
kul su ! 1 " td , s3d
where M is the mass of the wall per unit length and g the
acceleration due to gravity. Let Hb be the typical bouncing
height of the beads above the horizontal plate and H be the
total height of the pendulum sH=3 cmd. For a given mea-
sured mean angle kul, the gas applies to the pendulum the
mean horizontal force, or granular pressure, P.FH / sH
−Hbd. As Hb never exceeds H /10, the discrepancy between
F and P is always less than 10% and we will assume P=F in
the following (the amplitude A which never exceeds
0.3 mm=H /100 can always be neglected). Thus, averaging
ustd during 5 min at 1 Hz makes it possible to determine kul
to within 10−4 rad. In our experimental conditions, P
= s2.4kuld±3310−4 N/m.
The horizontality of the surface is insured by checking
that the collapse, a condensate of motionless particles that
appears at low shaking strength, nucleates randomly on the
plate surface. In addition, we check that the acceleration is
vertical and homogeneous over the whole surface by the use
of accelerometers (PCB-303A) placed at different locations
along the sides of the plate; in order to insure that the inertia
of the beads does not affect the adjustment of the experimen-
tal setup, these verifications are performed with the beads in
the tray. Neither the acceleration difference between two cor-
ners of the setup nor the horizontal acceleration exceed
0.01 g.
III. EXPERIMENTAL RESULTS
A. Experimental procedure
The experimental procedure is as follows: A large number
N of beads is placed in the tray and the vibration amplitude A
is set to a large value (typically A.0.18 mm, corresponding
to G.2.5 at n=60 Hz) so that the beads initially exhibit a
homogenous gaseous state (Fig. 2). Afterwards, A is de-
creased step by step at constant frequency n (n=60 Hz, ex-
cept when specified). The pressure in the steady state P is
TABLE I. Bead-plate restitution coefficient e.
Dural Steel Brass Copper
Glass beads 0.83 0.95 0.92 0.76
Steel beads 0.88 0.91 0.84 0.79
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measured at each acceleration G. A slight drift of the mea-
surements can be observed when starting the experiment
with a new plate; in order to avoid aging induced by the wear
of the plate surface, we maintain the system in the gas phase
sG,2d for several hours (typically 12 h) before any set of
experiments. After this preparation of the surface and after
cleaning of the beads, no drift of the experimental results is
observed. The restitution coefficient e is measured after this
preparation of the plate surface which does not seem to in-
crease significantly the surface roughness; indeed, a bead
that initially strikes the horizontal plate along the vertical
does not experience any significant horizontal motion.
B. First visual observation: Clustering and collapse
Direct observation of the gas makes it possible to distin-
guish qualitatively, at least, four different regimes. At large
acceleration (typically G.1.2, Fig. 2), the gas is homoge-
neous and all the beads seem to experience the same typical
random motion (fully developed gas). At slightly lower ac-
celerations, we observe the coexistence of slow beads and
fast beads, described in Refs. [17,20] as the clustering phase.
We again point out that clustering is not necessarily accom-
panied by the formation of a visible collapse. The collapse,
described as a condensate of motionless particles that remain
in contact with the plate and each other, generally nucleates
when the acceleration is further decreased (the threshold will
be discussed in the following). Finally, isolated beads can
stop moving at lower accelerations (typically G.0.6). We
will refer to this last situation as the frozen state.
We measured the number of beads within the collapse, Ns,
as a function of G and r. Glass beads sD=2 mmd are vi-
brated on a Dural tray (surface area S=10310 cm2, e
.0.83), and imaged from above with the help of a standard
CCD video camera. As Ns fluctuates significantly even when
the steady state is reached, we count the beads in the gas, Ng,
and in the collapse, Ns, on still images. (We quench the sys-
tem by setting A to zero and perform the measurements on
live images from the camera. The surface area of the collapse
does not change significantly during the sudden “cooling” of
the system.) The experimental results are shown in Fig. 3.
Below a threshold acceleration Gs, which depends on r, Ns
increases linearly when G is decreased. Within the scatter of
the experimental data, the slope does not depend on r. For a
given G, the number density in the gas rg=Ng /S is given,
and increases linearly with G according to rg=hsG−G0d pro-
vided that the collapse exists [from the experimental data,
G0=0.79±0.1 and h= s2.23±0.01d 105 m−2]. As a conse-
quence, Gs increases linearly with r according to Gs=G0
+r /h.
When steel beads are used in place of glass beads, the
acceleration Gs is shifted to lower values, and we observe
that, for intermediate coverage sC,0.2–0.5d, the system is
more likely to freeze (isolated beads stop moving) than to
form a well developed collapse at low G. Moreover, even for
the largest values of the coverage, the size of the collapse
fluctuates significantly, making impossible reliable measure-
ments. Nevertheless, steel beads exhibit qualitatively the
same type of collapse-gas equilibrium.
C. Pressure measurements
1. Pressure P versus acceleration G
For a given vibration frequency n, P decreases when A,
and hence G, is decreased (Fig. 4). The pressure PsGd exhib-
FIG. 2. Photograph of the gas and density profile. The density
profile is obtained by counting the number of beads in rectangular
regions of the tray (2 mm310 cm, the long edge parallel to the
pendulum). At large acceleration, the granular gas is homogeneous;
the density profile (black curve) does not show any increase of the
density close to the sidewalls, including the pendulum (on the right-
hand side). The black box marks the limits of the horizontal plate
(images of beads that appear to be outside the box are due to re-
flections from the steel walls). The image comes from a standard
charge coupled device (CCD) camera placed above the experimen-
tal setup (exposure time 1/1000 s, sine wave, 60 Hz, G=2, steel
beads, D=1.5 mm, Dural tray).
FIG. 3. Number of beads in the collapse Ns and in the gas Ng vs
dimensionless acceleration G. Bottom: Number of beads in the col-
lapse Ns vs G for different total number N of beads in the system;
top: corresponding number of beads Ng in the gas. [We report the
average over five experimental realizations. The accuracy is given
by the scatter of the experimental data (sine wave, 60 Hz, glass
beads, D=2 mm, Dural tray).]
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its two different regimes. At large enough shaking strengths,
P is approximately proportional to G. At intermediate shak-
ing strengths, the slope increases and P is approximately
linear in G. The transition is not marked by the appearance of
a visible collapse. By contrast, the nucleation of a collapse at
lower acceleration does not affect the curve PsGd. Further
decreasing G, the limit P→0 cannot be reached experimen-
tally. Indeed, when the acceleration is small (typically
G,0.6), the number of beads in motion becomes small. As a
consequence, the number of beads colliding with the pendu-
lum is drastically reduced, leading to a poor accuracy in the
determination of the pressure. Moreover, the collapse can
touch and stop the pendulum. Since the experimental setup
fails to give reliable measurements of P when the frozen
state is approached, we limit our measurements to G.0.65.
Even if the transition between the two approximately lin-
ear regimes is not sharp, we can define a critical dimension-
less acceleration, Gc, at which the transition occurs by inter-
polating the experimental data with two lines (Fig. 4); we
assume that P is proportional to G for G.Gc, and that P
increases linearly with G for G,Gc, together with the addi-
tional condition that the curve PsGd is continuous. With this
definition of the transition, Gc does not depend systematically
on the density r, and Gc=1.24±0.07 (sine wave, 60 Hz, steel
beads, D=2 mm, Dural tray). From the experimental data,
the pressure is expected to vanish at finite G (typically G
.0.3–0.4).
In addition, we performed experiments for frequencies n
ranging from 50 to 80 Hz. The qualitative behavior of P as
a function of G remains unchanged, whereas Gc and the
slopes dP /dG below and above Gc depend on the frequency
(Fig. 5). The critical acceleration Gc is found to be propor-
tional to n, whereas the slopes dP /dG scale approximately
like n−3. As our study was limited to a narrow range of fre-
quencies [27], these conclusions must be questioned. How-
ever, there is no doubt that Gc increases with n, whereas P, at
a given acceleration, drastically decreases when n is in-
creased.
The approximately linear dependence of P on A at a given
n is surprising at first sight. Indeed, the mean energy kEzl,
associated with the vertical motion of an isolated bead
bouncing on a horizontal vibrating plate, is often assumed to
scale like vp
2
. In this case, at a given frequency, kEzl would
scale like A2. We have suggested that kEzl depends linearly
on A at small accelerations [29]. Thus, if the mean square
horizontal velocity kv2l of the particles within the 2D gas is
proportional to kEzl associated to their vertical motion, the
linear dependence of P on A is likely to be simply due to the
dependence of kEzl on the shaking strength. The scaling P
~vp
2 would then be observed only at larger accelerations
(typically G.3).
2. Pressure P versus number density r
One can expect P to be roughly proportional to r. Indeed,
considering the momentum balance for the beads striking the
wall, one can write
P .
1 + e8
4
rmkn2l , s4d
where e8 is the velocity restitution coefficient characterizing
the bead-wall collisions and v the horizontal velocity of the
beads. The relation (4) is relevant only at large enough ac-
celerations, when the system remains homogeneous (i.e., not
subjected to any clustering, collapse or accumulation of
FIG. 4. Pressure P vs dimensionless acceleration G. Symbols
correspond to the experimental data obtained for different number
density r; black curves: interpolation of the data by two lines; gray
solid lines: P~G for G.Gc; gray vertical dashes: Gc for each den-
sity r; vertical dashed line: average value of Gc. For G.Gc, P is
approximately proportional to G, whereas it goes approximately lin-
early to zero for G,Gc. The critical dimensionless acceleration Gc
does not systematically depend on the density r (sine wave, 60 Hz,
steel beads, D=2 mm, Dural tray).
FIG. 5. Acceleration Gc and slope dP /dG vs frequency n. Full
squares: critical acceleration Gc; plain line: best linear fit to Gc~n.
Open squares: slope dP /dG for G.Gc. Open circles: slope dP /dG
for G,Gc. The dotted and dashed lines correspond to the best fit to
dP /dG~n−3 (sine wave, steel beads, r=1.213105 m−2, D=2 mm,
Dural tray).
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beads close to the wall). We measured for steel beads collid-
ing with a steel plate, e8=0.91 (Table I). This value of e8 is
large enough for the beads not to accumulate significantly
close to the wall (Fig. 2). From the data of Fig. 6, we calcu-
late the quantity TP; P / smrd and find that TP increases
slightly with increasing r for all acceleration, whether or not
the system is homogeneous. Provided that the relation (4)
holds true, these results are compatible with a slight increase
of the mean kinetic energy per particle, associated with the
horizontal motion, with r.
For a given bead diameter D, Gc seems to correspond to a
well defined value of TP, independent of the density r. We
found in Sec. III C 1 that Gc~n, whereas dP /dG~n−3. Even
if these scaling laws can be questioned, we can deduce that
TP~n−2 at Gc. We can guess that Hb~TP; with this assump-
tion, the dependence of Gc on n is not compatible with a
transition induced by a change in the dimensionality of the
system. Indeed, TPsGcd should correspond to Hb.D and
then should not depend on n. By contrast, with the same
assumption, the typical frequency of the bead-plate collisions
n*~1/˛TP. Thus the transition could correspond to a given
ratio n* /n and, hence, could be due to the existence of at-
tractors to periodic motion at low accelerations [28,29].
In conclusion, at first sight, P is approximately propor-
tional to r. However, TP increases slightly when r is in-
creased up to coverage C.0.5. This observation seems to
indicate that, at small coverages C,0.5, the improvement of
the energy transfer from the vertical to the horizontal motion
dominates the increase of the energy loss due to the bead-
bead collisions when r is increased. This conclusion agrees
qualitatively with measurements of the granular temperature,
TG, performed by Losert et al. for small coverages [19]. In-
deed, the authors report a slight increase in TG with the den-
sity r at small coverage. However, we do not observe any
decrease in TP up to C=0.5 sr=1.453105 m−2d.
3. Pressure P versus bead diameter D
In order to compare accurately the changes in P induced
by a change in D, we performed direct measurements of the
pressure difference between two granular gases made of
beads having different diameters D.
The experimental setup consists of a single vibrating plate
(Dural, 20310 cm2), similar to that used in the previous
sections, separated in two compartments A and B (surface
area A=10310 cm2) by the pendulum (Fig. 7). The system
hence makes possible the measurement of the pressure dif-
ference DP= PA− PB between two isolated granular gases at
exactly the same G. The pressure PA sPBd is initially mea-
sured by keeping the beads in compartment B (A) from strik-
ing the pendulum; this is realized by placing an additional
light wall close to the pendulum in compartment B (A).
When the wall is removed, we measure DP. The experiment
is repeated after swapping of the beads in compartments A
and B.
The experimental results show that, at large G, PA and PB
are approximately equal when the same total mass M of
beads is placed in each of the two compartments (Fig. 8).
However, for the same mass M, the pressure P is slightly
larger for the much more numerous smaller beads; the con-
clusion is again in agreement with an increase in the slope TP
with r (Sec. III C 2). The result holds true for all the diam-
eter differences explored experimentally (D ranging from
1.5 to 3.5 mm). One can also notice that the transition be-
tween the two regimes in PsGd occurs at larger acceleration
for the larger beads. As a consequence, DP becomes signifi-
cant only when the acceleration is decreased below Gc for the
larger beads.
The increase in Gc when D is increased is in agreement
with a transition due to the existence of attractors to periodic
motion at low accelerations (Sec. III C 2). Indeed, for the
same mass M of beads, the number of the larger beads is less
than that of the smaller beads; as a consequence, at a given
acceleration, the bead-bead collision frequency is smaller for
the larger beads. Since the bead-bead collisions destroy the
coherence between the motions of the plate and of the beads
[29], the existence of attractors to periodic motion is ex-
pected to come into play at a larger acceleration for the larger
beads.
4. Pressure P versus restitution coefficient e
We studied the dependence of the slope dP /dG on e by
changing the material of the plate (Table I). We limited our
measurements to large accelerations G.Gc, and large num-
ber density r so as to insure that the system was homoge-
FIG. 6. TP vs number density r. The value of TP is deduced
from Eq. (4) and from the experimental data of the Fig. 4. The lines
are guides to the eye. The open symbols point out the condition
G,Gc whereas the full symbols correspond to G.Gc. (sine wave,
60 Hz, steel beads, D=2 mm, Dural tray).
FIG. 7. Direct measurement of pressure difference. The pendu-
lum separates the system in two compartments A and B having the
same surface area. When beads are vibrated on both sides of the
pendulum, one measures the pressure difference PA− PB for exactly
the same characteristics of the vertical vibration.
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neous. In these conditions, P is proportional to G, and the
linear interpolation of the experimental results makes it pos-
sible to determine accurately the value of TP extrapolated at
G=1 (equivalent to the slope dP /dG) as a function of e.
The experimental results are shown in Fig. 9; TP
−1 depends
approximately linearly on e so that TP.TP
0 / f1+zs1−edg
with TP
0
= s2.7±0.2d310−3 m2s−2 and z=5.5±0.5. As ex-
pected, TP decreases when e is decreased. On the other hand,
TP seems to tend to the finite value TP
0 in the limit e→1. The
asymptotic value TP
0 and the parameter z are likely to depend
on the bead-bead restitution coefficient e. The study of TP
0
and z as functions of e would be interesting as it would
provide important information about the effect of the dissi-
pation due to bead-bead collisions within the gas. However,
this study would require accurate measurements of e as well
as the ability to change e while keeping the same value of e.
The dependence of TP on e will be further discussed by
means of an additional experiment presented in the following
section (III D).
D. Influence of the restitution coefficient e:
An additional study
We obtained more information about the influence of the
restitution coefficients on the properties of the gas by mea-
suring the density difference Dr induced by a difference De
in e between two different regions of the vibrating plate. In
this study, the pendulum is removed, and we do not measure
the granular pressure. However, the results, obtained in simi-
lar experimental conditions, reinforce the conclusions previ-
ously drawn out from the pressure measurements.
The experimental setup consists of a horizontal tray made
of two different materials A and B having different restitution
coefficients eA and eB (Fig. 10). Both regions have the same
surface area S=10310 cm2. Because of the significant dif-
ference in the density of the two materials A and B, the
system must be adjusted carefully in order to insure that the
vibration is truly vertical and that the vibration strength is
constant over the whole surface of the tray. A given number
N of glass beads is vibrated vertically until a steady state is
reached. The system is quenched afterwards by suddenly set-
ting the vibration amplitude to 0 (very few beads cross the
border between the two different regions A and B during the
cooling of the system). One of the four sidewalls can be
easily removed in order to take and weight the beads on side
B (Fig. 10). Thus the numbers NA and NB of beads in the
regions A and B are easy to count. For a given difference De,
the experiment is repeated for different values of G and N.
The typical experimental results are shown in Fig. 11. We
report the percentage of beads in region A (B), rA
;100NA /N srB;100NB /Nd as a function of G for various N.
Within the scatter of the experimental data, the results do not
depend on N (or equivalently r). At large G, the difference
rB−rA tends to a constant value, whereas it increases at small
G; the number of beads then increases in the region that has
the smallest e. The departure from the constant density dif-
ference at low accelerations is not due to the appearance of a
visible collapse [vertical lines in Fig. 11]. We observe that
FIG. 8. Pressure difference DP vs acceleration G. Open sym-
bols: the smaller beads in compartment A. Full symbols: the smaller
beads in compartment B. The circles correspond to the pressure
force applied by the smaller beads alone. The squares correspond to
the pressure force applied by the larger beads alone. The triangles
correspond to the pressure difference measured when the beads in
compartments A and B strike the pendulum. The pressure force
applied by the smaller beads is larger than that applied by the larger
ones. The difference increases when the dimensionless acceleration
is decreased (sine wave, 60 Hz, M =40 g, AISI, Dural tray).
FIG. 9. TP
−1 vs 1−e. Symbols: experimental data. Solid line: best
linear fit. (r=1.45 105 m−2, steel beads, D=2 mm, sine wave
60 Hz).
FIG. 10. Sketch of the experimental setup. The pendulum is
removed. The vibrating plate is made of two different materials in
two regions A and B that have the same surface area. For exactly
the same characteristics of the vertical vibration, the difference De
between e in A and B imposes, in the steady state, a difference
between the number of beads NA and NB in the regions A and B. In
order to conveniently measure the number NB of beads in region B,
one sidewall (on the right-hand side) can be easily removed.
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the nucleation of the collapse, which occurs at larger G when
N is larger [in agreement with the results given in Sec. III B],
does not have any effect on the curves rAsGd and rBsGd.
We repeated the experiment, changing the material of the
plate B and keeping the steel plate in A. In Fig. 12, we report
the asymptotic difference Dr= srB−rAd at large G. The differ-
ence Dr increases with an increase in De=eA−eB. In spite of
the large error bars, the relation TP~1/ f1+zs1−edg, with z
.0.50±0.03, and the assumption that the pressures are equal
in regions A and B, account for the experimental results
[dashed line in Fig. 12]. We note that the value of the param-
eter z is found to be much smaller for the glass-bead gas than
that previously obtained with the system of steel beads (z
.5.5, Sec. III C 4). We do not have any explanation for this
difference, and, missing reliable measurements of the bead-
bead restitution coefficient e, we did not explore this point
further.
However, the quantity Dr, which accounts for the density
difference induced by a difference in e between the regions A
and B, does not significantly depend on r; this observation is
in agreement with our previous conclusions, that P is ap-
proximately proportional r (Sec. III C 1, to within the slight
increase in TP with r, Sec. III C 2). At large accelerations, Dr
tends to an asymptotic value, which increases with De, ac-
cording to a decrease of TG with e (Sec. III C 4). At small
accelerations, Dr increases significantly, the beads accumu-
lating in the region having the smaller e. The appearance of
a visible collapse has no effect on the curve DrsGd; this ob-
servation is again in agreement with the fact that the nucle-
ation of a collapse has no effect on the curve PsGd (Sec.
III C 1).
IV. CONCLUSION
Our experimental findings can be summarized as follows:
(1) For a given vibration frequency n, the granular pres-
sure P increases with the acceleration G. We observe two
different approximately linear regimes below and above a
critical acceleration Gc which increases with both the fre-
quency n and bead diameter D. The transition is likely to be
due to the presence of attractors to periodic motion at low
accelerations.
(2) Up to coverage C=0.5, TP; P / smrd slightly in-
creases with the number density r. Hence, the pressure P is
not exactly proportional to r. At small coverages C,0.5, the
improvement of the energy transfer from the vertical to the
horizontal motion as the density is increased dominates the
increase in the energy loss due to the bead-bead collisions.
(3) At a given dimensionless acceleration G, TP decreases
with the bead-plate restitution coefficient e, according to
TP~1/ f1+zs1−edg.
(4) When the bead diameter D is changed, the granular
pressure P at a given plate acceleration depends on the mass
density M /S rather than on the number density r. We point
out that thermalization by the vibrating boundary imposes
TP, and hence the mean square horizontal velocity of the
beads, not their kinetic energy.
(5) The nucleation of the collapse occurs at larger accel-
erations when the density of the system is increased. How-
ever, once the collapse formed, the density of a granular gas
does not significantly depend on the total number N of par-
ticles placed in the system.
Pressure measurements, performed with the help of a pen-
dulum, provide reliable information on the steady state prop-
erties of 2D granular gases. Our experimental results suggest
FIG. 11. Percentages rA and rB vs acceleration G. Open sym-
bols: percentage rA of beads on the steel plate. Full symbols: per-
centage rB of beads on the copper plate. The vertical dashed lines
mark the nucleation of a collapse on the copper plate. Inset: N
=1365; the scatter of the experimental data is less when N is large;
rA and rB tend to constant values at large acceleration G (sine wave,
60 Hz, glass beads, D=2 mm, eA.0.95, eB.0.76).
FIG. 12. Asymptotic difference Dr= srB−rAd vs eB. The differ-
ence Dr reported here accounts for the asymptotic density differ-
ence between regions A and B for four different total numbers of
beads (N=455, 682, 910, or 1365). Assuming that TP~1/ f1+zs1
−edg and that PA= PB, we obtain the best interpolation of the data
(dashed line) with z.0.50±0.03 (sine wave, 60 Hz, glass beads,
D=2 mm).
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that the transition at Gc is the clustering transition which is
probably due to the existence of underlying attractors to pe-
riodic motion. It seems pertinent to simultaneously track
both the vertical and horizontal motion of the particles and
measure the pressure. These experiments could help discuss-
ing the relation between the distribution functions of, respec-
tively, the vertical and horizontal velocities at small accelera-
tions, and the transitions to the clustering phase and collapse.
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